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NO.4 BARS
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D+2W=DIAMETER

PRECAST CONCRETE INLET SLAB

FOR CIRCULAR COG & COS INLETS
% THIS DIMENSION FOR THE 96 AND THE

ANGLE IRON 2',"x3“x';" CONC.
TROUGH SLAB DIMENSION L

g

T

8" MIN.
SEE %

2 NO.7 BARS
AT 3" C/C

4"x'," STUD
CONNECTORS AT
3'- 6" C/C MAX
GALV. AFTER WELDING
ECTION D-D

SEE STDS. MD 374.51. MD 374.61.
MD 374.62 OR MD 374.63

108“ DIAMETER INLETS SHALL BE
THE SAME AS THE WALL THICKNESS

SEE STD. MD 374.62 OR MD 374.63. NO.4 BARS 10°
C/C 2 WAYS
21" X3"X1/2"
ANGLE WITH NO.4 BARS AT
NO.4 BAR 2" TYp. 4°X1," g STUD 10" €/C CONTINUOUS
y +1°-0" AROUND CORNERS
b { DEPRESSED CONCRETE GUTTER
0y 0T ggEBETgASLD’g'r;Hgs”ELD /-TRUUGH SLAB
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e . . . - 1" DEEP
8 2°-6 |37 TYP. ALL SIDES lNTERLOCKlNGf {;| 1°-8" 3
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6 2'-0 6
PRECAST CONCRETE INLET SLAB SECTION C-C
FOR SQUARE & RECTANGULAR SEE STDS. MD 374.51, MD 374.61,
COG & COS INLETS MD 374.62 OR MD 374.63
(6" THICK)
SEE STD. MD 374.51 OR 375.61
. % % HEIGHT OF THE BACK WALL IS %" HIGHER THAN
—— — 1] w THE FRONT WALL DUE TO 2% SLOPE ON THE TOP
| | X TROUGH SLAB.
OPENING bk
NO. 4 BAR — [ =f~
'|_ H DETAILS FOR COG & COS INLETS ARE SHOWN ON THE FOLLOWING STANDARDS
371 BAR 7 T o MD 374.51 PRECAST OR CAST IN PLACE SOUARE & RECTANGULAR COG INLETS 5°. 10°. 15', & 20°
6" = 2 BARS e g
v 6l 2 -6 !6 MD 374.61 PRECAST OR CAST IN PLACE SOUARE & RECTANGULAR COS INLETS 5°. 10°, 15', & 20'
9% = 3 BARS 376" MD 374.62 PRECAST OR CAST IN PLACE CIRCULAR COG INLETS 5'« 10"+ 15'. & 20°
MD 374.63 PRECAST OR CAST IN PLACE CIRCULAR COS INLETS 5's 10's 15', & 20°
MD 374.64 ALTERNATE PRECAST TROUGHS FOR COG AND COS INLETS
PRECAST CONCRETE | 375 ¢5 pepReSSED CONGRETE GUTTER PAN FOR COG & COS INLETS

ADJUSTMENT COLLAR

FOR SQUARE, RECTANGULAR NOTES
AND CIRCULAR INLETS

(CAST [N 3"y 6"+ & 9" THICKNESS)

1.

CONCRETE SHALL BE MIX NO.6 (4500 PSI).

SEE STD. MD 374.51 OR MD 374.61 2. ANGLE [RON AND SHEAR STUD CONNECTORS SHALL BE GALVANIZED AFTER WELDING
IN ACCORDANCE WITH ASTM A 123.
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